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CATEGORY DESCRIPTION P/N # REV.| ECN NO DESCRIPTION REVISED DATE
RO1T | ———— ¥l KELLY 2010.04.13
CONNECTOR Modular Jack, 8P8C, SMT MJBE—=XXT11-JPST
SPECIFICATION
3.20 _15.20£0.10 . 3.10  1.CURRENT RATING: 1.5AMPS
£0.10 | £0.10  2.VOLTAGE RATING: 125V AC
L i = — F 5 SINSULATION RESISTANCE: 500MQ MIN.
O O = — ﬁ 4 WITHSTAND VOLTAGE:
o = — . | g ACT000V RMS 50Hz or 60Hz MIN.
0 M= B S a i — 5.CONTACT RESISTANCE:30mQ MAX.
< O — — z TF ‘‘‘‘‘ I I == 6.DURABILITY: 750 MATING CYCLES
T =5 — S | = % 7.0PERATING TEMPERATURE: —25°C~+70°C
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Product Drawing
DongGuan Heling Electronic Co.,LTD
UNLESS OTHERWISE  [SCALE:T/I|UNIT: mm | @ &3 | DWGNO:
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c |ME 1 |Brass, T=0.3mm NI Plating DECIVALS: INGLES.
b |Terminal 5 |Phosphor Broze,1=0.35mm|See Table 1 S R APPROVED BY CHECKED BY PREPARED BY
a_ |Housing 1 |PA9T UL94V-0 See_color Scheme XX 403 XX -£1° | TONY BILL KELLY
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